DataCAD® 5 Supported Hardware 


This pamphlet contains a list of hardware supported by DataCAD 5. A 
detailed explanation of how to configure DataCAD 5 to run with this 
hardware is in the "Configuration" chapter of the Getting Started Manual. 


System Requirements 


The following list specifies the system requirements for DataCAD 5. 


Requirement 


Computer and 
Disk Setup 


Math Coprocessor 


Hard Disk Free 
Space 


Memory 


Operating System 


Graphics Display 
Card and Monitor 


Description 

Any IBM-compatible 80386 or 80486 CPU-based 
computer with a hard disk drive and a high density 
floppy disk drive. Also, a serial port for a mouse 
and a port for a plotter. 

Intel™ 80387 or 80487 for 486SX chips. 

Minimum of 40MB free disk space. 

At least 4MB of system memory to effectively 
operate the Quick Shader and Display list. 

DOS Version 5.0 or higher. 


A DataCAD-supported graphics card 
and monitor. 
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Supported Graphics Cards 


Graphics Card Additional 


y 


i 


—— 
Resolution | to use Driver 

|ATI Graphics Ultra_—s«|:1024x768 [IBM 8514 __—S=—_—=éi;*satc85l4.exe [No | 
_ATI Graphics Ultra Pro _—|:1024x768_ [IBM 8514 _—S=—_—=séi| atc8514.exe [No 
Tseng Labs ET4000__|[ et4000.exe [No _—i 


Diamond Stealth 1024x768 | S3 86C911 ck 911.exe 'No sis 
Focus 2 the Max 1024x768 | S3 86C911 ck 91 1.exe /No ss 
Hercules Graphics Station | 1024x768 | TIGA 1.1-Compatible Yes 


IBM8514A_—s*|«'10024x768 [IBM 8514 _—S=—s——séd|‘ atc8514.exe [No | 
IIBMMCGAsC*« 640x480 [IBMMCGA _| ibmmcga.exe |No 
eS ae. 
Small Menu 

| Matrox Impression 1024 || 1024x768__[S386C911___—~*| ck 9ll.exe [No 
|MylexGLI911 ss: 1024x768 =[S386C911 | ck 9ll.exe [No 
| Orchid Fahrenheit 1280 _—‘[ 1024x768__[S386C911 (‘| ck9ll.exe [No | 

Orchid Prodesigner II 


Portacom Eclipse II 


Video Seven VRAM VGA 1024x768 VESA-compatible vesa256.exe es 


Some graphics cards require running an initialization program before 
DataCAD. These drivers are supplied by the manufacturer of each of the 
various graphics cards. See the graphics card manual for detailed 
instructions for using the graphics card. Access these initialization files 
from your autoexec.bat file. 
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Supported Mice 


You can use any Logitech or Microsoft-compatible mouse. Make sure you 
load the vendor-supplied driver (such as mouse.com) before starting 
DataCAD. 


Note: A Microsoft-compatible mouse does not use a middle button, which 
DataCAD 5 uses for object snapping. 


Supported Digitizers 


Aristo TAB 0304 

Calcomp x3180 Drawing Board 
Oce' G6421 

SummaSketch III Graphics Tablet 


Supported Plotters 


Calcomp 102x and 104x series or Calcomp 906/907-compatible 
Hewlett Packard A thru E size or HPGL & HPGL II-compatible 
Houston Instruments or DM/PL IlIl-compatible 

Numonics Model 5624 

Oce' Graphics Intelligence series 

Postscript-compatible 


Printers 


Canon CaPSL Raster 

Diablo 150 Inkjet 

Encapsulated Postscript 

Epson FX, Epson JX, Epson LQ-2500, Epson MX, Epson RX 

Fujitsu DL2600 

Hermes 

Hewlett Packard LaserJet, PaintJet, ThinkJet, DeskJet 500, 
DeskJet 500c, PaintJet XL 

IBM ProPrinter 

JDL 750+ (C size), JDL 750/850 

MPI 350 : 

NEC P5 Pinwriter, P6 Pinwriter, P7 Pinwriter, POXL Pinwriter, 
PC-PR201 Pinwriter 

Okidata 192, Okidata 193, Okidata 294 

Postscript 

Toshiba P351SX 
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VELOCITY Supported Hardware 


# 


Ww 


CADKEY 


Cadkey, Inc. 

4 Griffin Road North 
Windsor, Connecticut 
06095-1511 USA 
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Film Devices 


DataCAD Velocity supports film recorders manufactured by AGFA 
Matrix, Inc., using a file conversion utility program. A system connected 
to a Matrix film recorder requires the Matrix MVP interface card and 
Version 3.5 software. All of the listed film recorders support resolutions 
of 2048x1536 and 4096x3072. The following film recorders support scod 
files produced by Velocity: 


Matrix PCR Film Recorder 

Matrix QCR Model D Film Recorder 

Matrix QCR Model Z Film Recorder 

Matrix ProColor Film Recorder 
Velocity Supported Printers 


Velocity (Version 1.2) supports the Hewlett Packard PaintJet color 
printer. Other printers may be supported through TGA, 6RN, or SCODL 
file image files. For more information, see your printer guide. 

image File Formats 

Velocity (Version1.2) supports the following image file formats: 


2RN Compressed-color, 256 color LUT, run-length encoded 
6RN Full-color, 32 bits per pixel, run-length encoded 

TGA Type2 Full-color, 32 bits per pixel, uncompressed 

TGA Type 10 Full-color, 32 bits per pixel, run-length encoded 

SCD SCODL, 24 bits per pixel, 24 bit RLC overlay encoding 
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